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SCHMALENBERGER Stock List

Part No : 173336914

Part No : 2011008284

Part No : 2011008284 144 318 191 082 FZ 40-13 / 2-3.6

Part No : 20158

Part No : 233- 12-4-72 PN: 323196

Part No : 24144

Part No : 50312

Part No : HARTINGSTECKER

Part No : LENZB. + GEHÄUSEENTL. NZ,SZ,

Part No : S20-08/2

Part No : SM 50 20/2

Part No : UL+CSA-AUSFÜHRUNG

Part No : Z 50-13/2-3 IE2

Part No : Z32-16/2-2,2

Part No : Z32-16/2-2,2 - 2009004593/10

Part No : Z40-16/2-3,0

Part No : Z40-16/2-3,0 2008008942/10

Part No : ZHT 5 32 SEAL KIT

Part No : 13118

Part No : 28018

Part No : 43155

Part No : 43156

Part No : 47596

Part No : 47630

Part No : 56898

Part No : 88825

https://adamsllc.net/brands/schmalenberger/173336914/
https://adamsllc.net/brands/schmalenberger/2011008284/
https://adamsllc.net/brands/schmalenberger/2011008284-144-318-191-082-fz-40-13---2-3-6/
https://adamsllc.net/brands/schmalenberger/20158/
https://adamsllc.net/brands/schmalenberger/233--12-4-72-pn--323196/
https://adamsllc.net/brands/schmalenberger/24144/
https://adamsllc.net/brands/schmalenberger/50312/
https://adamsllc.net/brands/schmalenberger/hartingstecker/
https://adamsllc.net/brands/schmalenberger/lenzb----geh-useentl--nz-sz-/
https://adamsllc.net/brands/schmalenberger/s20-08-2/
https://adamsllc.net/brands/schmalenberger/sm-50-20-2/
https://adamsllc.net/brands/schmalenberger/ul-csa-ausf-hrung/
https://adamsllc.net/brands/schmalenberger/z-50-13-2-3-ie2/
https://adamsllc.net/brands/schmalenberger/z32-16-2-2-2/
https://adamsllc.net/brands/schmalenberger/z32-16-2-2-2---2009004593-10/
https://adamsllc.net/brands/schmalenberger/z40-16-2-3-0/
https://adamsllc.net/brands/schmalenberger/z40-16-2-3-0-2008008942-10/
https://adamsllc.net/brands/schmalenberger/zht-5-32-seal-kit/
https://adamsllc.net/brands/schmalenberger/13118/
https://adamsllc.net/brands/schmalenberger/28018/
https://adamsllc.net/brands/schmalenberger/43155/
https://adamsllc.net/brands/schmalenberger/43156/
https://adamsllc.net/brands/schmalenberger/47596/
https://adamsllc.net/brands/schmalenberger/47630/
https://adamsllc.net/brands/schmalenberger/56898/
https://adamsllc.net/brands/schmalenberger/88825/
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Part No : ZHT 3 32-13/2

Part No : Z32-16/2-2.2/250HZ NR2004001659

Part No : 024220007006

Part No : Z40-16/2

Part No : Z32-16

Part No : 2009008971/10

Part No : 269195021048

Part No : Z 40-16/2-3,6 IE3

Part No : MOTOR PUMP TYPE CENTRIFUGAL VERTICAL IMMERSION /
CONNECTION: FLANGE PROCESS / HOUSING MATERIAL: CAST IRON (EN - GJL
-250) / HOUSING: A90L / IMPELER AXLE MATERIAL: SI FE / MAXIMUM WORKING
PRESSURE (BAR): 2.00 BAR / FLOW (M3 / H): 18,000 M3 / H / SUCTION
DIAMETER (MM OR IN): 2.00 IN / SETTING DIAMETER (MM OR IN): 1.50 IN /
MANOMETRIC HEIGHT: 60 MCA / ROTOR MATERIAL: ALLOY STEEL / POWER
2.20 KW / VOLTAGE 440 V / CONNECTION SYSTEM: THREE-PHASE / MOTOR
FREQUENCY 60 HZ / ENGINE ROTATION 3,440 RPM / MOTOR PROTECTION
GRADE: IP20 / ENGINE INSULATION CLASS: CLASS F / ENGINE POWER: 2.2
KW, 3.9 A / VOLTAGE: 4400 VAC CL IS: F 60HZ, 3440 RPM, DEGREE OF
PROTECTION IP54

https://adamsllc.net/brands/schmalenberger/zht-3-32-13-2/
https://adamsllc.net/brands/schmalenberger/z32-16-2-2-2-250hz-nr2004001659/
https://adamsllc.net/brands/schmalenberger/024220007006/
https://adamsllc.net/brands/schmalenberger/z40-16-2/
https://adamsllc.net/brands/schmalenberger/z32-16/
https://adamsllc.net/brands/schmalenberger/2009008971-10/
https://adamsllc.net/brands/schmalenberger/269195021048/
https://adamsllc.net/brands/schmalenberger/z-40-16-2-3-6-ie3/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/
https://adamsllc.net/brands/schmalenberger/motor-pump-type-centrifugal-vertical-immersion---connection--flange-process---housing-material--cast-iron--en---gjl--250----housing--a90l---impeler-axle-material--si-fe---maximum-working-pressure--bar---2-00-bar---flow--m3---h---18-000-m3---h---suction-diameter--mm-or-in---2-00-in---setting-diameter--mm-or-in---1-50-in---manometric-height--60-mca---rotor-material--alloy-steel---power-2-20-kw---voltage-440-v---connection-system--three-phase---motor-frequency-60-hz---engine-rotation-3-440-rpm---motor-protection-grade--ip20---engine-insulation-class--class-f---engine-power--2-2-kw--3-9-a---voltage--4400-vac-cl-is--f-60hz--3440-rpm--degree-of-protection-ip54/

